Installation of USB-NetLink cable under WinXP

& Step A;
To install the driver of USB-NetLink cable

Step Al.
Please insert the driver disk into your Welcome X

Computer, and execute “Setup.exe”
in the disk. Click “Next” to continue.

Welcome ta the Genelink Driver Setup program.
Thiz program will install GenelLink Driver on your

compLter.

It iz strongly recommended that vou exit all ‘windows programs
before running this Setup program.

Click Cancel to quit Setup and then close any programs you
have unning. Click Mest to continue with the Setup program.

WARMING: This program iz protected by copuright law and
international treaties.

|Unauthorized reproduction or distribution of thiz program, or any
portion of it, may result in severe civil and criminal penalties, and
will be prozecuted ta the maximurn extent pozsible under law.

Cancel

Step A2.
Click “Next” to continue.

E

Choose Destination Location

Setup will install Genelink Driver in the following folder.
Ta install to this folder, click Next.

Toinstall to a different folder, click Browse and select another
folder.

“rou can chooge not to install Genelink Driver by clicking Cancel
ta exit Setup.

1~ Destination Folder

C:h. AGeneLink MAnMT Driver Browse... ‘

¢ Back Cancel ‘




Step A3 ' Hardware Installation

Click “Continue Anyway”
' E The zoftware pou are installing for this hardware:
-

GenelLink Mebwark Adapter

has not paszed Windows Logo testing to verify its compatibiliby
with Windows =P, [Tell me why this testing is important. |

Continuing your installation of this software may impanr
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for zoftware that has
pazzed Windows Logo testing.

| Continue Anypway | [ STOF Installation

Step A4.

Plug the USB-NetLInk cable into the Rronnaton
downstream port located in the back of %
your computer or USB Hub port. le) Please plug in wour Genelink cable ta wour campuker

Click “OK” to continue.

Step A5.

Select “Install the software
Automatically (Recommended)”.
Click “Next” to continue.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install zoftware far:

GeneLink USE Adapter

I'\'JI If your hardware came with an installation CD
&2 or Hoppy disk. insert it now.

What do vou want the wizard to do?

(@ inztall the software sutomatically [Fecommendedt

O Install from a list or specific loeation [Advanced)

Click Mext to continue.

Mest > ][ Cancel




Step AG.
Click “Continue Anyway”

Step A7.
Click “Finish” to close the wizard.

Step AS8.
Click “OK” to continue.

Hardware Installation

' E The zoftware you are installing for thiz hardware:
.
Genelink USE Adapter

haz not pazsed \Windows Logo testing to werify itz compatibility
with ‘Windows XP. [Tell me why this testing is important. ]

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsolt strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| LContinue Arnguay | [ STOPR Installation

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software far:

% Gernelink USE Adapter

Click Finish to cloze the wizard,

Information

\IJ‘) Please plug in wour Genelink cable to vour compuker

o




Step A9. _ .

i The GeneLink netwark setting is valid anly for the current netwark confiquration, IF any
\“) netwark card is added bo or removed from vour system, please uninstall the GeneLink
driver and run the setup program again,

Step Al0. :
. . Information &|
Click “OK” to continue. o

‘Windows ¥P pravides the network bridge function which creates connections between
“!1) the different LAM seqments, The setup program detects another netwaork card onowaur
computer, To create the network bridge, please refer to the 'Windows help,

The procedures to view the windows help For the network bridge:
- Open the Control Panel

- Double click the Metwork, Connections icon.

- Select the Help and Support Center From the help menu.

- Find the network bridge topic from the help,

Step All.

. . setup Complete
Click “Finish” to complete setup.

Setup has finished instaling GeneLink Driver on your computer,

Click Finizh to complete Setup.




& To make sure the USB-NetLink cable has installed successfully

(A) Please move the cursor to “My Computer’— “Control Panel™— “Performance and
maintenance’— “System”—"Hardware”— “Device Manager”. Double click “Network
adapter” and it will show a new direction “GeneLink Network Adapter”.

L. Device Manager E”ﬁ”@

File Action VYiew Help

HEES 2 A =Rg

== k1266

f Computer

“e@ Disk drives

Q Display adapters

s DVDYCD-ROM drives

1= Floppy disk controllers

+- i, Floppy disk drives

+-=) IDE ATAJATAPI controllers

+- 2 Kevboards

+- ) Mice and other pointing devices

+ L Manitars

—|- EE MNetwoark adapters
H8 D-Link DFE-530Tx PCI Fast Ethernet Adapker {rev B)
=¥ Genelink Nebwork Adapter

+ @ Other devices

- Ports (COM &LPT)

+- 9% Processors

+-8), Sound, viden and game controllers

+- b System devices
+ Universal Serial Bus controllers

]+ [ ][

» GeneLink Network Adapter

(B) And under the same window, double click “Universal Serial Bus controllers”. It will
show “GeneLink USB Adapter”.

£ Device Manager

File Acktion ‘Yiew Help

mEFES 2 a=x=na

“g@ Disk drives A
@ Display adapters 3
s DVDYCD-ROM drives

1= Floppy disk controllers

+ 3 Floppy disk drives

+-4=) IDE ATASATAPI controllers

+-z Kevboards

+- ") Mice and other pointing devices

+- B Maritars

+-E8 Metwork adapters

+ @ Cther devices

+- 1 Parts (COM &LPT)

+ ﬂ Processars

+-@), sound, video and game controllers

+- i System devices

-] g Universal Serial Bus controllers

Genelink USE Adapter
1JSE oot Hub

1JSE oot Hub

1JSE Root Hub

YIA Rev 5 or later USE Universal Host Controller

YIf Rev 5 or later USE Universal Host Controller

VI4 Rev 5 or later USE Universal Host Controller v

][] [ [

» GeneLink USB Adapter




&Step B:

To check and to set the Network components have installed successfully
Please move the cursor to “My network places”. Click the mouse right button and select the
“Properties”, you can see the “Local Area Connection”, then select “Local Area

Connection” (GeneLink Network Adapter) click the mouse right button, select “Properties”
and select “General”.

When your PC is Client

Step B1.
Please check: -I Local Area Connection Properties
1. “NWLink NetBIOS" ——— General | Authentication | Advanced
2. “NWLink IPX/SPX/NetBIOS Camesh vshie:
Compatible Transports Port” | | B8 Genelink Metwork Adapter

Thiz connection uzes the fallowing iterms:

3. “Internet Protocol (TCP/IP)” \

| .@ (o5 Packet 5cheduler -~
\ L MiLink. MetBIOS
T MwLink IPH/SPH/MetBEIOS Compatible Transport Prot
T Internet Protocal ITCP AP b
£ >
Dezcription

Enablez Movell MetBIDS packets to be zent between a
Metware server running Movell MetBlIOS and a Windows
computer, or between bwo Windows computers.

Show icon in notification area when connected

Step B2. i Local Area Connection Properties

Select “Internet Protocol (TCP/IP)” | Genersl authenlicationd] sdvanced

and click “Properties” to continue. Conneet yeng
BHE® GenelLink Mebwork Adapter

Thig connection uzes the following items:

S MwLink MetB1OS -~
S MwLink IF=/SF=/MNetBI0S Compatible Trangport Prot

= |nterret Protocal [TCPAP)
~
< >

D escription

Transmiszion Control Protocol/nternet Protocol. The default
wide area netwaork. protocaol that provides communication
acrozs diverse interconnected networks.

Show icon in notification area when connected




Step B3.

Select the “Obtain an IP address
Automatically”, then select “Use the
following DNS server addresses:” .
Fill in the numbers to “Preferred DNS
Sever:”, and click “OK” to continue.

Step B4.

Select “My Computer” and click mouse

Right button — “Properties” —

"Computer Name”— “Changes”.

It will show the “Computer Name

Change”. Please fill in the “Computer

Name” and “Workgroup”.

Note: The “Workgroup” name must
same as the Host.

Internet Protocol (TCP/IP) Properties

General | Alternate Configuration

You can get |P sethings assigned automatically if vaur netwark, supparts
thiz capability. Qthenwize, pou nead to azk your network, administrataor for
the appropnate IP settings.

(%) Obtain an IP address automatically
{7 Use the fallowing IP address:

() Obtain DNS server address automatically

(%) Usg the fallowing DMS server addresses:

Preferred DMS server: | 128 175 . | . |
Alternate DMS server: | . . . |
[ QK l [ Cancel ]

Computer Hame Changes

Y'ou can change the name and the memberzhip of thiz
computer. Changes may affect acceszs to network resources.

Computer name:
|ktEEEa |

Full computer name:
kt26Ea.

Mare. .

b ember of
) Diomair:

) wWarkgroup:
| |

Cancel




When your PC is Host
Step B5.

Please move the cursor to “ My Networ KRS B E e i i 3

Places”, click mouse right button and
select "Properties” and ” Local Area
Connection2”, then click mouse right
button to set “Bridge Connections”

Step B6.

The Windows XP will create a
“Network Bridge” to complete

the connections of the USB-NetLink
cable.

[i=1E3
File Edit Wiew Favorites Tools advanced Help ;1.'
— ol
\_J \__,)I lﬁ 2._\-' Search W Folders
Address |'IE_5, Metwork Connections - | (etal

LAN or High-speed Internet

Local Area
Conneckion

Eridge Connections

Netwul_'_l_g Bridge

" Network Connections | _| _|
Eile Edit Wiew Fawvorites Tools Advanced Help ;"'."

>

lﬁ ‘;.\JSearch = Folders

V|G|:|

Qe - ©
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2
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g
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Canneckion




€ Uninstallation

If you want to remove the USB-NetLink cable, you can move the cursor to “My computer” 2>
“Control Panel” - “Add/Remove Programs”.

1. Select “GeneLink Driver” and

B Add ar Hemows Pragrame l': rl_-'fll—!

click “Change/Remove” to uninstall N T
the drivers.) etk peeees ——
e oo |
B e 4 N
W M s S IS
AT wrean
egen

2. Click “Yes” to continue. Confirm File Deletion

@ Are you sure vou want to completely remove 'Genelink Driver' and all of its components?

Yes No |

3' C||Ck [ OK" tO Complete removing Remove Programs From Your Computer
the driver of USB-NetLink cable.

uningtallShield will remove the software 'Genelink Driver'
from wour computer. Please wait while each of the following
companents is removed...

Shared program files...

Standard program files....

Folder iterms...

Program folders...

Frogram directories...

T T T S Y

Frogram registry entries. ..




