Installation of USB-NetLink cable under iMac

&€ To install the driver of USB-NetLink cable.

Step 1.

It will show a dialog “Unknown

Device”, click “Cancel” to
continue.

Step 2.

(1) Please insert the “USB-
NetLink driver” CD into
CD-ROM.

(2) Click the CD of “USB Net
Installer 0605“ on desktop.

(3) Double Click “USB Net
Installer 0605* in the CD.

Step 3.

(1) Click "Restart" to restart
your system and complete
the installation.

Drivers needed for the USB device “USB Host To
Host Bridge™ are not available. Would you like to
look for these drivers over the Internet?
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Installation complete. Restart to
use it.
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Note: Please make sure that the suitable AP(such as “Win Mounter-E2.0”) must be already
installed if you want to use network function.




€ USB device installed list as following.

If the USB-NetLink cable is installed successfully, you can move the cursor to select
the icon of “Hard Disk”. Then select “System Folder”, and then select “Extensions”. It
will create a new file

(1)*— USB— Net— Enabler” (2)"— USB— Net— OTScanport”
(3)"— USB— Net— PortNameHelper” (4)’— USB— Net— StreamDriver”.
Nf=————— [fj ExtensionSs=——"r———— =]

155 items, 1.59 GE ava
Date Modified
EM Extension Thu, dug 26, 1999, 12:00 PM

Yesterday, 5:20 &M &
Yesterday, S:20 &M |i
Vesterday, 5:20 AM _4

Yesterday, 5:20 41

Fri,dug 7, 1998, 12:00 PM
Thu, Jan 27, 2000, 12:00 PH
Yesterday, 5:25 A4M

Wed, Apr 26, 1995, 12:00 PM

F"' apple Enet Mon, &ug 23, 1999, 12.00 PM
ﬁ Apple Guide Fri,Aug 27, 1999 1200 PM
% Apple Modem Tool Wed, Jdun 10, 1995 12:00 PM
ﬁ Apple Monitor Plugins Fri,f&ug 20, 1999 1200 PM

.F'_ Aapple Photo Access Tue, Jul 20, 1999, 12:00 PM
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