Installation of USB-NetLink cable under Win2000

& Step A:

To install the driver of USB-NetLink cable

Step Al.

Please insert the driver disk into your
Computer and execute “ Setup.exe”

in the disk. Click “Next” to continue.

Step A2.
Click “Next” to continue.
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Step A3.

Select “ Software Router”. Then,

click "Next" to continue.

Note: You cannot see this screenshot
Or do not click the “ Software
Router” if the PC is Client.

Step A4.

Click “Yes” to continue.

Note: You cannot see this screenshot
if the PC is Client.

Step AS5.
Click “Yes” to continue.
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@ The GeneLink software router only needs to be installed on the computer connecting the

installed, the Genelink software router should not b installed, Press the "fes" buttan i
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Digital Signature Not Found

The Micrazaft digital signature affirms that saftware has
been tested with \Windows and that the software haz not
been altered since it was tested,

The zoftware wou are about to inztall does not contain a
Microzoft digital signature. Therefore, there iz no
guarantes that this software works corectly with
Windows.

Genelink Metwork Adapter

IF pou want bo zearch for Microzoft digtally signed
software, visit the Windows Update ‘Web site at
http: //windowsupdate. microsoft com to see if one iz
available.

Do you want to continue the installation™?

Mo More Infio




Step AG6.

Plug the USB-NetLink cable into the
downstream port located in the back of
your computer or USB HUB port.
Then, click “OK” to continue.

Step A7.
Click “OK” to continue.

Step AS8.

Select “Yes, | want to restart my
computer now”. Then, click “Finish”
to complete setup.
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€ To make sure the USB-NetLink cable has installed successfully

(A) Please move the cursor to “My computer” - “Control Panel” 2 “System” —
“Hardware” - “Device Manager”. Double click “Network adapters” and it will

show a new direction “GeneLink Network Adapter “.
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(B) And under the same window, double click "Universal Serial Bus controllers”. It will
show “GeneLink USB Adapter”.
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& Step B:

To check and to set the Network components have installed successfully
Please move the cursor to “My network places”. Click the mouse right button and select
the “Properties”, you can see the “Local Area Connection”, then select “Local Area
Connection2” (GeneLink Network Adapter) click the mouse right button, select
“Properties” and select “General”.

When vour PC is Host
Step B1.
Please check:

Local Area Connection 2 Propertie

General | Sharingl

1. “GeneLink Network Adapter” \
2. “GeneLink Software Router Driver’ & Eonnest using
I BE Genelink Metwork Adapter

Click “OK” to continue.

LConfigure

Components checked are uged by thiz connection;

| %': File and Frinter Sharing for Microsoft Metworks
R Genelink Saoftware Bouter Diriver

159 MwiLink MetBIOS

Erﬁ: MW Link [F=/SFe/MetBl0OS Compatible Transporlt Frato
A

L L]

»

Inztall... Uninztall Froperties

— Dezcription

Genelink software router allows you to connect pour
GeneLink L&M to another L&M

[T Show icon in taskbar when connected

Step B2.

Select the “Local Area Connection”
(Your first Network Adapter) click the
mouse right button, select “Properties”
and select “General”.

Please check:

1. “ Your first Network Adapter”

2. “GeneLink Software Router Driver” Y| 1 FearLink NetBIOS

T MwLink [F/S5P M etB 105 Compatible Transport Proto
m/ *&’: MetBE LI Protocol |
. 4
Compatible Transport Protocot”

3. “NWLink IPX/SPX/NetBIOS

Local Area Connection Properties
General | Sharingl

Connect using:

B SiS 900 PCI Fast Ethernet Adapter

L

B

Inztall... Uninstall Fioperties

— Descrption

Genelink software router allows you to connect your
GeneLlink LAM to another LAMN

[~ Show icon in taskbar when connected

Ok Cancel




When your PC is Client

Step B3.

Please check :

1. “GeneLink Network Adapter”

2. “NWLink NetBIOS”

3. “NWLink IPX/SPX/NetBIOS
Compatible Transport Protocol”

4. “Internet Protocol (TCP/IP)”

Local Area Connection Properties : ﬂﬂl

General |

Cohhect Lgsindg:
-I GeneLink Metwaork Adapter

Configure

Components checked are uzed by this connection:
MLk MetBl0S

W NwLink IPE/SPMetBI0S Compatible Transport Proto

W NetBEUI Pratacal
T Intemet Pratocol [TCPAP)

dl |

Inztall... | [ rirstall | Froperties

ILI

L

-

Dezcription

Enables Movell MetBIOS packets to be sent between a
Metware zerver running Mowvell MetBI0OS and a ‘Windows
computer, or between bwo Windows computers.

™ Show icon in taskbar when connected

QE. Cancel

Step B4.
Please select “Internet Protocol
(TCP/IP)” and click “Properties” to

continue. Conrect using:
I Genelink Metwark Adapter

Local Area Connection Properties ﬂﬂl

General |

LConfigure |

Components checked are used by this connection;

T NwLink IFX/SP/NetBI0S Compatible Transport F'n:nh:!ﬂ
W MetBEU Protocol
™ Intermet Protocol [TCPAF)

a| | »

Inztall... Urirstall | | !  Froperhes I

Ciezcrption

Tranzmission Contral Protocold|ntermet Protocol. The default
wide area network, protocol that provides communication
across diverse interconnected nebworks.

™ Show icon in taskbar when connected

QF. Cancel




Step B5.

Select “Obtain an IP address
automatically”, then select “Use the
following DNS sever address :”

Fill in the numbers to “Preferred DNS
server :” and click “OK” to continue.

Internet Protocol {TCP/IP) Properties

2lx

General

iou can get IP zettings azsigned automatically if pour netwark supports
thiz capability. Othenwize, pou need to agk pour netwaork adminiztrataor for
the appropriate [P settings.

¥ Obtain an IP address automatically

—1" Uze the following IP address:

| address: I
Submet mask: I
Default gatewany: I

" Obtain DNS server address autamatically

—1* Usze the following DM5 server addiesses;

Preferrad DNS zerver:

Alternate DMNS server: I

Advanced... |

o |

Cahcel |

Step B6.

Select “My Computer” and click

Mouse right button — “Properties” —

“Network Identification”—"“Properties”

It will show the “Identification Changes”

Please fill in the “Computer name” and

“Workgroup”.

Note: The “Workgroup” name must
same as the Host.

2=

Identification Changes

'ou can change the name and the membership of thiz
computer. Changes may affect access to network rezources.,

Computer name:

Full computer name:

best3.
More...
— Member aof
" Domair:
& Wk group:
ACC
)% Cancel




€ Uninstallation

If you want to remove the driver of USB-NetLink cable, you can move the cursor to “ My
computer” — “Control Panel” — ”"Add / Remove Programs”.

% Add/Remove Programs ;lﬂlil

1. Select “GeneLink Driver” and
CIICk “ Change/Removen tO unlnsta" Currently installed programs: Sort by:IName -

Adobe Acrobat 4.0 Siee  18.5M

=

i

the driver.

Changef/Remaove

ﬁ! 5i5 900 PCI Fast Ethernet Adapter Driver Size 36.0KB

Close |

2. Click “Yes” to continue. Confirm File Deletion : ﬂ

@ Are you sure you want ko completely remove 'Genelink Driver' and all of its components?

es Mo

3. CI|Ck i OK” tO Complete removing Remove Programs From Your Computer
the driver of USB-NetLink cable.

unlnstallShield will remove the software 'Genelink Driver'
from wour computer, Please wait while each of the following
companents is removed...

Shared program files...

Standard program files. ..

Folder itemz. ..

Program folders...

Program directories. ..

T e Y

Program registry entries. .




