Installation of USB-NetLink cable under Win98/Me

& Step A:

To install the driver of USB-NetLink cable

Step Al.
Please insert the driver disk into your

computer, and execute “ Setup.exe” in
the disk. Click “Next” to continue.

Step A2.
Click “Next” to continue.

“Wielcame to the Genelink Driver Setup pragram.
Thiz program will install GeneLink Driver on your
i camputer.

It iz strongly recommended that you exit all Windaows programs
before running thiz Setup program.

Click Cancel to quit Setup and then close any pragrams youl
have running. Click Nest to continue with the S etup program.

WBMIMG: This program is protected by copyright law and
international treaties.

|Unauthorized reproduction or distribution of this program, or any
portion of i, may result in gevere civil and criminal penalties, and
will be prosecuted ta the maximum extent possible under law.

Canecel

Chooge Destination Location x|

Setup will inztall Genelink Driver in the following folder,
Toinstall to this folder. click Mext.

Ta install to a different folder, click Browse and select another
folder.

*t'ou can chooze not to install Genelink Diriver by clicking Cancel
to exit Setup.

Destination Folder
’VE:\...\E enesys LogichGenelink Driver Browse. . |
< Back Cancel |




Step A3.

Select “ Software Router”. Then,

click "Next" to continue.

Note: You cannot see this screenshot
or do not click the “ Software
Router”, if the PC is Client.

Select Components x|

The following component iz optional. Ta install 3 compaonent,
click the check box next ta it,

The Genelink zoftware router only needs to be installed on the
computer connecting the Genelink LAM and another LA, Far
thoze computers with only the Genelink cable installed, the
GeneLink software router should not be installed,

< Back I Mest » I Cancel

Step A4.

Click “Yes” to continue. e —— x|

Note: You cannot see this screenshot
if the PC is Client.

The following component iz optional. To install a component,
click the check box next ta it.

¥ Software Fouter

I

The GenelLink software router only needs to be installed on the computer connecting the
GeneLink L&M and another LAMN. For those computers with only the Genelink cable
installed, the Genelink software router should not be installed. Press the ™'es" button if
wou really want to install the software router. Otherwise, press the "Mo' button,

Cancel

Step A5.

Plug the USB-NetLink cable into the RS -

downstream port located in the back
of your computer or USB HUB port.
Then, click “OK” to continue.

@ Fleaze plug in your Genelink cable to pour compter




Step AG6.
Click “OK” to continue.

network, card is added to or remaved from pour system, please uninstall the Genelink

@ The GeneLink network setting iz vald only for the cument network configuration. IF any
diiwer and run the setup program again.

Step A7.

Select “ Yes, | want to restart my
computer now”. Then, click “Finish”
to complete setup.
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& To make sure the USB-NetLink cable has installed successfully

(A) Please move the cursor to “My computer” - “Control Panel” - “System” 2>

“Device Manager”. Double click “GeneLink” and it will show a new direction
“GenelLink USB Adapter*.

System Properties 2=

General Device Manager | Hardware F'rofilesl Performance

% \fiew devices by type = fiew devices by connection
Conputer -
-5 COROM

- Disk drives
@ Display adapters
-5 Floppy disk controllers

L:_|\> GenLink . ) )
> GeneLink USB Adapter.

H-{id3 Human Interface Devices
- Keyboard

[

E

E

C1-18 Moritars
-7y Mouse
B8 Network adapters
[]—-é Poits [COM & LPT)
[
E

- Sound, video and game contrallers —

o Systern devices

i s = I PO TR I SUUI 1 TRPRERROT Ty | JEP ;I
Froperties | Refresh | Remove | Frint... |

] I Cancel |

(B) And under the same window, double click " Network adapters”. It will show “GeneLink
Network Adapter”.

System Properties 2l

General Device Manager | Hardware Profiles Perfulmancel

% Wiew devices by lype " Wiew devices by connection

Computer -
25 COROM

(- Digk diives

@ Dizplay adapters

% Floppy dizk controllers

\> Genelink

(-2 Hard digk controllers

--1& Hurnan Interface Devices
@ F.eybioard

Maritars

7y Mouze

Eﬂﬁ Metwork adapters

. L.E8 DiakUp Adapter

8= Genelink Metwork Adapter
B8 Si5 900 PCI Fast Ethermet Adapter
- % Ports [COM & LPT)

=l
fwnl | P [ U [ g | P

Properties | Fiefresh | Remove | Prirt... |

» GeneLink Network Adapter.

Ok I Cancel |




& Step B:

To check and to set the Network components have installed successfully

Please move the cursor to “Network Neighborhood”. Click the mouse right button. It will
show a dialog then click “Properties”. It will show a dialog " Network”.

When your PC is Host

Step B1.
Select “ Configuration” and check: Hetwork 21

“GeneLink Network Ad apter® Configuration I Identification | &ccess Contral |

The following network. components are installed:

Client for Microzaft Metworks -
Microgoft Family Logon

B3 Dial-Up Adapter

EEF Genelink Metwaork Adapter

B8 SiS 900 PCI Fast Ethernet Adapter _lLI
1| | 3

Add... I Remove I Froperties I

Frimary Metwork, Logon:
ICIient far Microzoft Metworks ;I

File and Frint Sharing. .. |

Description
Genelink allows pou to connect PCz az network,

ak. I Cancel

Step B2.
“GeneLink Software Router Driver [l 2
9 Gen eLink Network Ad apter“ . Configuration I Identificationl Access I:-:untn:ull

The following hetwork, components are ingtalled:

B3 Dial-Up &Adapter

B3 Genelink Metwaork Adapter

B2 Si5 900 PCI Fast Ethernet Adapter

¥ Genelink Saftware Router Driver -> Genelink Metwork A
i Genelink Software Router Driver -» 5i5 3900 PCl Fast Ethi =

| »

L L

Add. Remove I Fropertie= I

Frirnary Metwaork Lagon:
ICIient for Microzoft Netwoarks ;I

File and Print Sharing. .. |

Drezcription

Genelink zoftware router allows you to connect wour
Genelink LAM to another LAM

Ok Cancel




Step B3.

“GenelLink Software Router Driver

- SiS 900 PCI Fast Ethernet®.

*(The name will be changed that depend
on your own PCI Fast Ethernet)

Step B4.

“NETBIOS support for IPX/SPX-
compatible Protocol -> IPX/SPX-
compatible Protocol”.

Configuration

|dentification | Access Control

The following netwark. components are installed:

S5 5i5 900 PCI Fast Ethernet Adapter

T MetBEU - Diallp Adapter -
| 3
Add. Remove | Properties |
Primary Mebwark, Logon:
IEIient far Microzoft Metworks j
File and Print Sharing... |
Description
Genelink software router allows you to connect your
Genelink LAM to anather LAM
(] 4 Cancel
el B
Configuration | Identificatiu:unl Accezs Contral
T he fallowing netwark. companents are inztalled:
W MetBEUI -> DialUp Adapter -
- MetBEUI > 5iS 900 PCI Fast Ethernet Adapter
-\_ RHETEIOS suppaort for [P -compatible Protocal - 1P

W TCPAP -» Dial-Up Adapter

f TCPAIP -+ 515 900 PCI Fast Ethernet Adapter -
| | 5

| Add... I Remove | Froperties |

Primary Metwork, Logon:

IEIient for Microzoft Metwaorks j

File and Print Sharing... |

Descriphion
The MetBIOS over IF=45Fx-compatible protocol allows pou ta
run MetBl05S applications aver the [Fx/5F=-compatible
protocol.

QE. Carcel




When your PC is Client
Step B5.

Select “Configuration” and check:
“GeneLink Network Adapter*”.

Step B6.

“NETBIOS support for IPX/SPX-
compatible Protocol -> IPX/SPX-
compatible Protocol”.

ed B3
Configuration | |dentification | Access Contral
The following netwark, components are installed:
S8 Dial-p Adapter |
EE GeneLink Metwark Adapter
4 IF#/SPx-compatible Protocol -» Genelink Metwaork, .-'l'-.dale
[ MetBEU - DialJp Adapter
& MetBEUI -» Genelink Metwark Adapter -
1| | 3
Add... Remove | Froperties |
Primary Hetwork Logon:
IEIient far Microzoft Metwork s ;I
File and Print Sharing... |
[rezcriphion
Genelink allows pou to connect PCs ag network
QE. Cancel
2lx]
Configuration | |dentification | Access Contral
The following netwark, components are installed:
S8 Dial-Up Adapter -]

S8 Genelink Metwork Adapter

"_ |Pe 45 F-compatible Protocol -» GeneLink Metwork, Adap

i MetBEU! -» Dial-Up Adapter

W MetBEU -» Genelink Metwaork Adapter -

4| | »
Add... Remove | Properties |

Frirnary Metwork, Logor;
I Client far Microgaft Metwarks j

File and Print Sharing... |

Dezcription

The IF#/5P<-compatible protocol iz a protocaol Metwfare and
Windows MT zervers, and ‘Windows 35 computers use to
Cammunicate.

(] Cancel




Step B7.
“NETBEUI ->GeneLink Network
Adapter”.

B8.

“NETBIOS support for IPX/SPX-
compatible Protocol -> IPX/SPX-
compatible Protocol”.

Configuration | |dentification | Access Control

The following netwark. components are installed:

5 |P/5P-compatible Pratocal -» GeneLink Metwork .-'hdaplil
H MetBEUI -» Dial-Up Adapter

Y NetBEL -> Genelink Metwork Adapter J
G WETEIOS suppoart for IPASF-compatible Pratocol -» [P

5 TCPAP -» DialUp Adapter _|LI
1| | »

Add. Remove | Properties |

Primary Mebwark, Logon:
I Client for Microzoft Mebworkz j

File and Print Sharing... |

Description

MetBEUI 1z a protocol you can uze to connect bo windows
MT. "Windows for Workgroups, or LAM Manager servers.

(] 4 Cancel

Canfiguration | |dertification | Access Contral
The fallovwing netwark, components are installed:
i NetBEL| -> DialUp Adapter |
5 MetBE L -» Genelink Metwork Adapter
X METRIOS support for 1P t-compatible Protocal - |F':1='
4T TCPAP > Diallp Adapter
:ﬁ_= TCRAP -» Genelink Metwork, Adapter -

1| | 5
Add... Remove | Properties |

Primary Metwork. Logon:
IEIient for Micrazaft Metworks j

File and Frint Sharing... |

Dezcription

The MetBIOS aver IF+/SPx-compatible pratocal allows yau ta
run MetBI0S applications aver the [P=/5Fx-compatible
protocol,

(] Cancel




Step B9.

21x
“TCP/IP -> GeneLink Network —
., Configuration | |dentification | Access Control
Adapter”.
The following netwark, components are installed:
i MetBEUI -> Genelink Metwork Adapter ;I

4| | 3

Add... | Remove

Prirnary Metwork, Logan:
Client for Microzsoft Metworks j

File and Frint Sharing. .. |

Description

TCPAP iz the protocol you uze bo connect to the Internet and
wide-area networkz.

)4 Cancel
B10.
To set up the “TCP/IP -> GeneLink TCP/IP Properties : el B4
Network Adopter”, please select Bindings | Advarced NeBIDS |
“Properties” and “IP Address”. DM Configuration I G ateway I WINS Configuration P Address

Then select “Obtain an IP address An P addrezs can be automatically azsigned to thiz compuker.

i ” IF pour nebwork. does not automatically azsign IP addreszes, ask
Automatical Iy ) wour metwork, adrminiztrator for ah address, and then type it in
(Ref Figure B-10) the space below.

% ilbtain an IP address automatically

—" Specify an IP address;

B ddress: | | | | |

Subnet Mask: | g g g |

¥ Detect connection to netwark media

ak. I Cancel




Step B11.

TCP/IP Properties 2 =]
Select “ Gateway” to add new gateway.

Bindngs | Advanced | NeBIDS |
DMS Configuration  Gateway | WINS Configuration I IP Addrezs I

The firzt gateway in the Installed Gateway st will be the default.
The addrezs order in the ligt will be the order in which these
machines are uzed.

ew gatewan:

192.168. . |

— Installed gateways:

Bemowve |

] Cancel
Step B12.
Select “DNS Configuration” and TCP/IP Properties : 2lx
“Enable DNS”. Then, please fill in the Bindngs | Advanced | NetBIOS
“Host” and add the “DNS Server DN Configuration | Gateway I WIMNS Configuration I P Address
Search Order”. Click “OK” to " Disable DNS
complete the TCP/IP setting. & Enable DNS

Host: I,.f_-.||:|: Diarnair: I

DMS Server Search Order
|139.1?5. . |

Dramain Suffix Search Order

| fidd

| Hemmye |

] | Cancel |
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Step B13.
Select “Identification”. Please fill in

the “Computer name” and “Workgroup”.

(Ref Figure B-13)
Note: The “Workgroup” name must
same as the Host.

Step B14.

Click “Yes” to restart your system and
complete the network setup.

Configuration  |dentification | &ccess Contral

2l x|

Windows uses the following information to identify your
computer on the network. Pleaze type a name for thiz
computer, the workaroup it will appear in, and a shark
dezcription of the computer.

LComputer name:

Wworkaroup: I.-’-'-.EE

Computer
Description: IH"’D
(] I Cancel
Syztem Settingz Change

2)

“Y'ou must restart pour computer befare the new settings will take effect.

Do you want bo restart your computer now?

o |
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€ Uninstallation

If you want to remove the driver of USB-NetLink cable, you can move the cursor to “My
computer” - “Control Panel” - “Add/Remove Programs”. It will show a dialog then

select “Install/Uninstall”

1. Select “GeneLink Driver” from the
list. Click “Add/Remove” to
uninstall the driver.

2. Click “Yes” to continue.

3. Select “Yes, | will to restart my
computer now”. Click “Finish” to
complete removing the driver of
USB-NetLinik cable.

Add/Remove Programs Properties EE3
Install/Uninstall I wwiindows Setup I Startup Dlizk I

@ To inztall & new program from a floppy disk ar CO-ROM
—

drive, click Install.
Insztall... |

The following zoftware can be automatically remowved by
windows, Toremowve a program or to modify itz installed
components, zelect it from the list and click
Add/Bemove.

Azuszlpdate W3 27 04

Genelink Driver
HyperSnap-0i< 4

SiS Multimedia %1.31b
WirZip

Ok, Cancel LppEly

Confirm File Deletion

@ Are pou gure you want to completely remove 'Genelink Driver' and all of its components?

Setup Complete

Setup has removed the drivers from vour computer. Before the setting

change can take effect , you must restart Windows or your compter.
& Yes, | want to restart my computer now.
= Mo, | will restart my computer later.

Remaove any digks from their drives, and then click Finizh to
complete zetup.
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