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1 Connecting the Broadband Router

Prior to connecting the hardware, make sure to power off your Ethernet
device, Cable/ADSL modem and Broadband Router. Then follow the steps
below to connect the related devices.

® Connect your computer to the LAN port.

Attach one end of the Ethernet cable with RJ-45 connector to your hub,
switch or a computer’s Ethernet port, and the other end to one of the LAN
ports of your Broadband Router.

® Connect then Cable/ADSL Modem to the WAN port.

Connect the Ethernet cable attaching to your Cable/ADSL modem to the
WAN port of your Broadband Router.

® Connect the power adapter.

Connect the single DC output connector of the power adapter to the power
jack on the side of the Broadband Router. Then plug the Power Adapter into
an AC outlet.

® Power on the following devices in this order:

Cable/ADSL modem, Router, and PCs

The figure below illustrates a connection example:

=
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Figure 1-1

2 PC Setup

You can manage the Broadband Router through the Web browser-based
configuration utility. To configure the device via Web browser, at least one
properly configured computer must be connected to the device via Ethernet.
The Broadband Router is configured with the default IP address of
192.168.1.1 and subnet mask of 255.255.255.0 and its DHCP server is
enabled by default. Before setting up the Router, make sure your PCs are
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configured to obtain an IP (or TCP/IP) address automatically from the Router
by the steps below.

2.1  Windows 2000

Please follow the steps below to setup your computer:
1. Go to Start > Settings > Control Panel

El Control Panel =10l x|
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i Back - = - | Qhsearch  [YFolders £4 | B 2 X | EH-
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i Gaming Internet Kevboard
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Network and Dial-up Connections F{) .
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networks, and the Tnternet Mouse r'-JetI:-'j.llznrli. Egl  Phone and
Dial-up Maderm ...
VWindows Lndake Connections
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Windaws 2000 Support ﬂ%ﬁ @
Power Options Prinkters Regional
Opkions LI
|C|:|nnects ko other computers, networks, and the I| |E.D_JI Iy Computer v
Figure 2-1

2. Double click the icon Network and Dial-up Connections
3. Highlight the icon Local Area Connection, right click your mouse,
Click Properties
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Efl Metwork and Dial-up Connections O] x|
File Edit ‘iew Favorites Tools  Advanced  Help ﬁ

‘= Back ~ = - | ‘Qisearch [YFolders ¢4 | B & X @& | EH-

Address Metwork and Dial-up Connections j @GD
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=2 — = Cd
- Make Mew m
Network and Dial-up  “onnection
Connections
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Twpe: LAN Connection
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|'u'r~'1ware Accelerated AMD PCMet Adapter | | 4

Figure 2-2
4. Highlight Internet Protocol (TCP/IP), then press Properties

button
3com Properties d |

eneral I

Connect using:

I BE YMware Accelerated AMD PCMet Adapter

Components checked are uzed by this connection:

Client for Microzoft Hetwork s
File and Printer Sharing for Microsoft Metworks
“Q |ntermet Protocal [TCR/IP]

[natall... Uninztall Properties

Deszcription

Tranzmigzion Control Protocalf|ntermet Protocal. The default
wide area network protocol that provides communication
across diverse interconnected netwarks.

W Show icon in taskbar when connected

k. Cancel

Figure 2-3
5. Choose Obtain an IP address automatically and Obtain DNS
server address automatically, then press OK to close the Internet
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Protocol (TCP/I1P) Properties window

Internet Protocol (TCP/IP) Properties 7] x|

Leneral |

“'ou can get [P zettings azsigned automatically if your network, supparts
thiz capability. Othemwize, you need to azk your nebwork, administrator for
the appropriate [P zettings.

£+ Obtain an IP address automatically
£~ Use the following IP address:

[P address: I
Subnet mazk: I
[Mefault aateway; I

£+ Obtain DMS server address automaticzally

" |ze the following DMS server addresses:

Frefered WS server: I
Alternate RS semvern I
Advanced... |
ITI Cancel |
Figure 2-4

6. Press OK to close the Local Area Connection Properties window
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eneral I

Connect using:

I BE YMware Accelerated AMD PCMet Adapter

Components checked are uzed by this connection:

Client for Microzoft Hetwork s
File and Printer Sharing for Microsoft Metworks
“Q |ntermet Protocal [TCR/IP]

[natall... Uninztall Properties

Deszcription

Tranzmigzion Control Protocalf|ntermet Protocal. The default
wide area network protocol that provides communication
across diverse interconnected netwarks.

W Show icon in taskbar when connected

k. Cancel

Figure 2-5

Windows XP/2003

Please follow the steps below to setup your computer:
1. Go to Start 2 Settings =2 Control Panel
2. Click Network and Internet Connections

- Control Panel =101 x|
Fie Edb View Favores Taok Help | e
- €Y - ? -
G Back - () 1? e Search || Folders | :
Address [ Control Panel >

E«‘ Control Panel A Pick a category

[B Switch to Classic Yiew
= i,

) 3
Appearance and Themes %) Printers and Other Hardware

Metwork and Internet Connections User Accounts
Connect ko the Internet, create a home or small office
nebwork, configure network settings to work from home, or
change modem, phaone, and Internet settings,

Add or Remove Programs J Options

Sounds, Speech, and Audio Devices & Accessibility Options

—

E

See Also

4 windows Lipdate
@) Help and Support

e¥EvY

Performance and Maintenance
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Figure 2-6
3. Click Network Connections

- Network and Internet Connections =10l x|
| "
J

File Edit View Favorites Tools  Help

- €Y - @ e
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Address [ network and Intemet Connections B>
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—— 2 :} Network and Internet Connections

& My Netwark Places

: L .
& Friters and Other Pick a task...
& Remote Deskiop

L Phane and Mode Options Set up or change your Internet connection

Create a connection to the network at your workplace
Troubleshooters ES

Set up or change your home or small office network

[2) Home or Small Office:
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(@ arternet Explorer or pick a Control Panel icon

g] Metwiork Diagnostics
\;9 Internet Options e, Network Connections
—

Connects to other computers, networks, and the Internet.

Figure 2-7
4. Highlight the icon Local Area Connection, right click your mouse,
Click Properties

Network Connections =10l x|
| "
J
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Om -0 3 -
Address [, Network Connections B>
! LAN or High-Speed Internet
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) Search || Folders

Network Tasks E

/ g~| Local Area Connection
i Disabled
Ti) 3 Realek RTLE132 Family PCIF. ..

(8] create anew
cannection

) Setup a home or small

" office network

@ Disable this network
device

&, Repair this connection

®[i Rename this connection

& view status of this
cannection

Change settings of this
cannection

»

Other Places

Dv Conkral Panel
& My Network Places
(= My Documents
§ My Computer

Details 2

Wireless Network
Connection 3

Enabled
TP Adrress: 137.168.1.54 = |

Figure 2-8
5. Highlight Internet Protocol (TCP/IP), then press Properties
button
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eneral I

Connect using:

I BE YMware Accelerated AMD PCMet Adapter

Components checked are uzed by this connection:

Client for Microzoft Hetwork s

File and Printer Sharing for Microsoft Metworks
“Q |ntermet Protocal [TCR/IP]

[natall... Uninztall Properties

Deszcription

Tranzmigzion Control Protocalf|ntermet Protocal. The default
wide area network protocol that provides communication
across diverse interconnected netwarks.

W Show icon in taskbar when connected

k. Cancel

Figure 2-9
6. Choose Obtain an IP address automatically and Obtain DNS

server address automatically, then press OK to close the Internet
Protocol (TCP/I1P) Properties window
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Internet Protocol (TCP/IP) Properties 7] x|

Leneral

“'ou can get [P zettings azsigned automatically if your network, supparts
thiz capability. Othemwize, you need to azk your nebwork, administrator for
the appropriate [P zettings.

£~ Obtain an IP address automatically

£+ Use the following IP address:

IF address: I 192 168 . 1 . 36
Subnet mask: I SRR 28R 285 0
Default gateway: | 192 188, 1 . 1

£ Obtain DMS senver address automatizally

" |lze the following DMS server addresses:

Preferred DMS zerver: I 192 168 . 1 . 1

Alternate DMS zerver: I

Advanced... |
ak. I Cancel |

Figure 2-10
7. Press OK to close the Local Area Connection Properties window
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eneral I

Connect using:

I BE YMware Accelerated AMD PCMet Adapter

Components checked are uzed by this connection:

Client for Microzoft Hetwork s
File and Printer Sharing for Microsoft Metworks
“Q |ntermet Protocal [TCR/IP]

[natall... Uninztall Properties

Deszcription

Tranzmigzion Control Protocalf|ntermet Protocal. The default
wide area network protocol that provides communication
across diverse interconnected netwarks.

W Show icon in taskbar when connected

k. Cancel

Figure 2-11

3 Connection the Router

After configuring the TCP/IP protocol, use the ping command to verify if the
computer can communicate with the Router. To execute the ping command,
open the DOS window and ping the IP address of the Broadband Router at
the DOS prompt:

To execute ping command, open the DOS window by clicking on Start ->
Run. In the Run window, type CMD. At the DOS prompt, type the following
command:

If the Command window returns something similar to the following:
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C-A\TINDO¥S\system32icad. exe

C:sDocuments and SettingssFreddyrping 192.168.1.1

Pinging 172_168.1.1 with 32 hytes of data:

Reply from 192.168.1.1: hytes=32 time=1mz TTL=64
Reply from 192.168.1.1: hytes=32 time{imz TTL=64
Reply from 192.168.1.1: hytes=32 time{imz TTL=64
Reply from 192.168.1.1: hytes=32 time{imz TTL=64

Ping statistics for 192.168.1.1:

Packets: Sent = 4. Received = 4, Lost = 8 (@x loss>.
Approximate rowund trip times in milli—seconds:

Minimum = Bmz,. Maximum = 1imz,. Average = Bms

C:sDocuments and SettingssFreddyX

Figure 3-1
Then the connection between the router and your computer has been
successfully established.
If the computer fails to connect to the router, the Command window will
return the following:

C:ATINDOES\sy=sten3Zicnd. exe
C:sDocuments and SettingssFreddyrping 192.168.1.1
1?22 .168.1.1 with 32 hytes of data:
timed out.
timed out.

timed out.
timed out.

Ping statistics for 192.168.1.1:
Packetz: Sent = 4. HReceived =

C:sDocuments and SettingssFreddy>

Figure 3-2
Verify your computer's network settings are correct and check the cable
connection between the router and the computer.
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4 Accessing the Web-Based Configuration
Utility

® Launch the Web browser and type http://192.168.1.1 in the Address
field and click Enter.

® After connected to the device, you will be prompted to enter the
username and password. Type “guest” in the User Name field, the
default password is “guest”.

) about:blank - Microsoft Internet Explo -0l x|
File Edit Wiew Favorites Tools Help |
Address @http:mgz.ma.l.l j ao
&) Done I_ I_ I_ /@ Internet >
Figure 4-1

5 Quick Configuration for the Router

After login, the Broadband Router’s web-based management is accessible.
® Click the WAN Setup page link to configure the WAN interface.
® Select the Internet connection type

The WAN Setup page configures the Internet connection of the Broadband
Router. Consult your ISP if you are unsure about which Internet connection
type to use. Select the correct protocol for your ISP from the table below.

See the User Manual for more information.

Dynamic IP Address
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WAN Setup

1 [ymamic IP User (Cable Modem)

" PPPoE User {ADSL})

" Static IP User

DHCP Client Setup

] sl s IDE-1D-1?-49-EE-22 If checked, the Mac address of PC will he
Updated
MTL IMEIE
Prirmary DNS |
Secandary DMNS |
Apply I
Figure 5-1
PPPOE

Input your PPPoE Account and Password you get from your ISP.
WAN Setup

- [ymamic IP User (Cable Modem)

* PPPoE User {ADSL)

" Static IP User

PPPoE Setup

PPPOE Account |test

FPFPPOE Password |nu

[T Physical Address Clone IDB-1D-1?-h9-2c-c?

RTL |1 4492

Primary DNS |

Secondary DRSS |

¥ Connectto Internet automatically (Default)

o A e e idle, tirme out Aﬂerl minutes, if no found the access
request then auto-break offl

" Connectto Internet manually

Apply I

Figure 5-2
Static IP
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WAN Setup

f" [ymamic IP User (Cable Modem)

" PPPoE User {ADSL})

¥ static IP User

Static IP Setup

WAN IP Address [202.113.214.2

Subnet Mask |255.255.255.0

Default Gateway |2EI2.113.214.1

Prirmary DNS |

Secondary DRSS |

[ Physical Address Clons tlfd-ltﬂe-;?-le-EE-EE If checked, the Mac address of PG will be

MTL |1 496

Apply |

Figure 4-3
® After selecting the proper WAN connection setting, click Apply to
save and enable these settings with the Router.

6 Checking the Connection to the Internet

To check the connection to the Internet, you can open the Web browser and
go to a website. You can also go to the System Overview page of the router’s
Web -based configuration utility. The WAN Interface group will display the
current connection information.

Congratulations! You’ve successfully configured your Router.
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