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Connecting the PrintServer

Before starting the physical installa-
tion, note the PrintServer’s Default
Name on the bottom of the Print-
Server for future use.

A

m

Plug one end of the Ethernet
network cable into one of the
PrintServer’s LAN Ports (1-4).
(See Figure A.)

Connect the other end of the
cable info your networked hub,
switch, or router. The distance
between the PrintServer and
the other device should not
exceed 328 feet (100 meters).

Use the USB cable to connect
your printer to the PrintServer’s
USB port. Plug the Type A con-
nector end into the PrintServer
(Figure D) and the Type B con-
nector end into the printer.

Power on your printer.

Plug the power adapter cord
into the PrintServer’s Power port,
which is located on the right
side of the PrintServer. (See Fig-
ure F)

Plug the power adapter into
an electrical outlet.

The PrintServer connection is com-

plete. Go to Step 2.

USB Printer

[
a I I

IMPORTANT: Make sure to use
the power adapter that is sup-
plied with the PrintServer. Use of
a different power adapter could
damage the PrintServer.
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Configuring the PrintServer

Insert the Setup CD-ROM into
the computer’s CD-ROM drive.
The Setup CD-ROM should run
automatically. If it does nof,
click the Start button and
choose Run. In the box that
appears, enter D:\setupWiz-
ard.exe (if "D” is the letfter of
your CD-ROM drive).

When you see the Welcome
screen, Figure B, click Setup
Wizard to continue.

The screen in Figure C will
appear while the Setup Wizard
is searching for the USB Print-
Server.

After the Setup Wizard has
found the USB PrintServer, the
screen in Figure D will appear.
If this is the first time you have
run the Setup Wizard, make
sure that List only new (uncon-
figured) Print Servers is selected
and your Print Server is listed by
its default server name. If you
have previously configured the
Print Server, select List all com-
patible Print Servers. Click Next
to continue.

The Password screen, Figure E,
will appear next. Enter the
default password admin in the
field. Click Enter.
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Enter your password to
continue.

The Basic Settings screen,
shown in Figure F, will appear. If
you want to change the
Device Name or Domain
Name, enter the Device Name
and Domain Name in the
respective fields. Click Next.

The IP Settings screen, Figure
G, appears next. If your network
uses a router with a DHCP Inter-
net Protocol setting that auto-
matically assigns an IP
address, select Automatically
obtain an IP address (DHCP). If
your network uses a static IP
address, select Set IP configu-
ration manually, and enter the
IP Address, Subnet Mask, and
Gateway in the fields provided.
Click Next.

The next screen that appears is
the Set PrintServer’s Password
screen, shown in Figure H. If
you want to change your pass-
word, enter your current pass-
word in the Current Password
screen. Enter the new pass-
word in the New Password field,
then enter it again in the Verify
Password field. Click Next.
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The Confirmation screen
appears next. See Figure I. Your
old and new settings will be dis-
played. If you want to make a
change, click No. If the setftings
are correct and you want to
save the changes, click Yes.

The Congratulations screen,
shown in Figure J, will appear
when the setup is complete.

Click User Install at the bottom
of the screen, and go to Step
3.B.

Configuration of your PrintServer

is complete.

B Windows Driver Installation

Linksys recommends that you set up
your printer and install your printer’s
driver before you install the Print-
Server’s driver,
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If you haven't already done so,
insert the Setup CD-ROM into
the computer’'s CD-ROM drive.
When the Setup Wlizard's Wel-
come screen appears, click
User Install to continue.

When the Print Server Driver
Welcome screen appears,
click Next. See Figure B.

When the next screen
appears, Figure C, choose the
location of where the driver’s
folder will be installed. If you
want the folder to be installed
in a different location, click the
Browse button and select the
location. To install the driver in
the default location, click Next
to continue.

The next screen to appear is
Select Program Folder, shown
in Figure D. An icon will be
added to the program folder
listed. You may change the
name for the program folder.
Click Next.

The next screen that may
appear while the driver is being
installed, is shown in Figure E.

E

|

‘Welcame o he P SeverDiver Seup progiam.
Thi pogram vl rtal it Server Dive onyout
comguie.

1t song econmended tha you et o Windows pogians
beloe uving i Setup progam

ok Concel o qut Setup s then cose any proims ou
LRIAMEH! v e ik s i conis v S popan

\WARNING This pogia i rtected by copyrhtlow nd
ntmaonalesies

Unsuthrced tssodction o datbution o i rogam, o sry
potbon 3. may el m sever vl and cins panshes, and
vl posecuted 1o the masaman ek possie e .

etz ] _cod |

Setup vl st Pt ServerDivr i e olowi ket
Toetalto s folder,cick Newt.

To ntal o ifren fokder, cick Bowse and seect anher
fokder.

Yo canchoose o o sl it ServerDiver by cicking
[N | Coceltoemseun.

Destnation Folder

L}\P’vwﬁm Files\Print Server Browse..
T

S vl addpogyam cons o he Proga Folder et below
Youmay pe 3 new fode name, o selac one o the exsti
Foldrs st Cick Next o contrue

S

Copy Peerto-Peer print diiver le.
clprogram filestprint serveriptatmydil il

_ 29%
[Concel ]

When the driver is installed, the
Setup Complete screen, Figure
F, will appear. The Print Driver
must still be configured, so
make sure that Configure Print
Driver now is selected. Click
Finish to continue.

The Information screen
appears next. See Figure G.
Read the information, then
click OK.

The Printer Port Setup screen will
appear, as shown in Figure H,
and list the PrintServer and the
connected printers. Select a
printer, then click Next.

If the PrintServer or printer isn't
listed, make sure that the
cable connections are good
and that the PrintServer and
printer are on.

You will be informed that the
PrintServer Port has been
added successfully. (Figure 1.)
Click OK.

Selup has rished oo the P SeverDiver on youe
conputer

Belor i, ou st conliuee e Pt Diver.

¥ Conlpas Pi Diver o,
Linksys

[e—

ok Firih o conplete Seup.

X

& Print Server Port 5C030724_P1 added successfully

(|

The Configure Printer Port
screen will appear, as shown in
Figure J. Your installed printer
will appear in the field. Click
the Connect button to con-
nect the printer for configura-
fion. To add another printer,
click the Add New Printer but-
fon.

The driver installation Is complete.

Congratulations!
The PrintServer installation
is complete.
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For additional information or troubleshooting
help, refer to the User Guide on the Setup CD-
ROM. You can also call or email for further
support.
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