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Start IP utility =

To start IP Utility, double-click the “IP Utility” program icon.
As the program starts, IP Utility will run an initial search to find all devices on the network. It will display

a message stating ‘Searching Device... Please Wait”. The search time usually takes about 10-15

seconds, but may take up to two minutes. Please have patience and wait for the search.

Searching Device... Please Wait...

Figure 1 IP Utility is searching for available devices

After the search is done, the Device List screen will appear.
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IP Utility Device List

User Interface

= IP Utility v3.5 =nrot X
e IP Address | 172.16.15.99
g Submask | 25.266.265.0
P A
Listing "
| Refresh || New Search || EditAccount || Camera Setting || Firmware Upgrade | Profile Upgrade | Backup C: i jon || Save & Reboot | Clean CheckBox  Total 28 Record(s).
Action
A1D-220-V3.10 22- MTSM131- ACMSB11 ACMSB11-09H-
0 ﬁ r @ 1721615106 EulPBIEEE || o [C RB0_V080731A | Megapixel IP Camera | X-00592
5 - R A1D-310-V4 08 99- SonylT1- Y000000C J000000CI00C l— l—
0 ﬁ 7|2 |#cm © 1721615126 | 1 GY || chrrreEEdES | o [C TBO_V100407A | Mega IP Camera HHO000C
S| |3 |acn & B + 80 | ooorrcanars | ATD-220V39913 Cg;'f;’ ADVT180- ACD2400 ACBRA0010E X [ |
H 1721615137 AC ne ROOC_VO71030A | 16-CH Video Server | 4D2F1
0 %3 I~ | 19| AcTi % 1721615140 | 1 80 00:0F 7C:00:00:01 féx-m-vu 0001- | m Unknown Profile Lﬂ';aggwer ;fmm—
: - R ATD-310-V4 06 08 MTIM131- TCM4301 TCH4301- I
0 ﬁ 7 | 20| acTi @ 172161560 |1 |80 | 00OFTCBLATAZ | ) o [ TB4 V0907014 | Mega IP Cube Ca 00123456789
: - R ATD-220-V313 03 MTIM131- ACMSB11 ACUSBI0SF [ |
0 ﬁ [0 | 21) acTi @ 172161562 |1 80 | 00OFTCOZFBAT | ) o [ RB1_V080930A | Mega IP Camera X-00878
ATD-220-V312 13- ADVT180- ACD2100 ACD2100-
0 ﬁ M | 22| AcTi * 172161583 | 1 80 00:0F:7C:00:99:03 NiA y
RIEE AC RO VOBO415A | Video Server SKYTERD0000
5| r | 23| vos_oem @ 172181565 |1 |80 | O0OFTCOSAAFT :;D'm 1VESR0A- |y A ;ﬁmmr ;E;'g“’w‘“'x' |\
: - R ATD-220-V312 13- MTIM131- ACI4200 ACHZO00A [ |
O] r |2¢|acn @ 172161567 |1 80 | O0OFTCIAZEIF | ) (= RAQ_V021014A | Mega IP Cube Camera | X-12380
: - . A1D-220-V3.89 13- ADVT180- ACD2100 ACCZIO00TA [ |
O r |=s|acn @ 172161575 |1 80 | O0OFTCACAZES | )0 (= RXG_VOTI0304 | Video Server X-09081
A4D-R2N-
; 5 B A1D-220-V3.99.13- ADVT180- ACD2200 ACBR0040EK- [ |
HPEY| T | 2| acm ® ip2iens77 (180 | 00OFTCAE2EIE | o XQC'W'M' RXK_VO71030A | 4CH Video Server | 1E2E3
: ) ) A1D-220-V3.90.13- ADVT180- ACD2100 AC00 10X [ [
O r || acn ® i724e4582 |1 80 | 00OFTCIE234E | o [ RXK_VOT10304 | Video Server X-23523

Figure 2 Device List

The User Interface of IP Utility can be divided into the Menu Bar and the Device List sections.

BUCCCINEES O waas. 0 0 SRS W WS 0 . ey
& IP Address | 172.16.15.99
g Submask | 255.265.255.0

Listing % °‘ ° o o o o o .

| Refresh | Mew Search | EditAccount | Camera Setting || Firmware Upgrade | Profile Upgrade | Backup Configuration | Restore Configuration | Save & Reboot | Clean Check Box  Total 29 Record(s).

1 Computer Network Settings: These are the currently available network connections from this

PC. IP Utility will use all available networks to search for devices.

2 Refresh: During the device search period, the IP Utility will try to get the camera information like
camera profile ID by using the default account name and password. If the camera account name
and password are not correct, the IP Utility fails to read them. For example, the “Authentication
failed” will be shown on the Camera Profile field. As the correct account and password are typed
into the Account and Password fields for the camera (refer to Edit Account below), the camera
information like camera profile ID could be read back by click this tab (Refresh). The IP Utility will
NOT perform device search in this action.

The error message will be pup-up when IP Utility could not move forwards to execute the refresh
function. The refresh action will be stopped when an error occurs. The error message describes

the first error of refresh.
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No Channel Selected

At least one camera has to be selected before refresh. The following figure illustrates the error of

no selected channel.

y l«_\ Please select channel you want to camera Profile refresh!

Authentication Failed

The following figure shows the pop-up error message of authentication error.

(#=as — o |

j l\ MNO.1-Authentication failed

The NO.1 means the account name or password is not correct for the camera in the first column of
device list (Device No. is 1) in device search window. Refer to the Device No. (#) section.

Please Input Account

The account filed is empty in the selected channel. We don’t show the device No. here because

this channel could be found easily.

=S - =5

y l\ Please Input Account!

Please Input Password

It is similar to the messing account name case.

(&=as - [

4 l\ Please Input Passwaord!

5 www.acti.com



g | ACTi
’.‘ | Connecting Vision
IP Utility 3.5.27
New Search: Re-do the device search. All records in the previous device search including the

camera account settings in the IP Utility will be lost. This will take from 15 seconds to 2 minutes.

Edit Account: Display a page to set account and password. Check the boxes in front of the
devices you wish to apply this account, and the Account / Password text boxes will be
automatically filled with this. This is a handy function when you need to setup many devices from

IP utility and do not want to type the same password into each and every one.

Camera Setting: This will allow you to log into the selected device and change Serial Port and
Date/Time settings.
If there is more than one camera were checked, these camera serial port and date/time settings

will be updated by this function.

Firmware Upgrade: Use this function to upgrade device firmware. You should first check the
checkboxes before the devices you wish to update, and enter Account / Password for every device.
Clicking this will display a warning message, reminding you to NOT reboot or power off during

upgrade.

Windows Internet Explorer I&I

_ Please do not power off or reboot your device when firmware
£ l\ upgrading !!

S = = — = —

Please follow this warning, as powering off at the wrong time may damage the device. Click OK to

proceed to the upgrade screen.
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Apply
Upgrade

& Server
Firmware Images File ID:".Documents'.Taskshl’.’lanual Writing\PW K Browse...
MDS5 File lD:‘.Documents'.Taskshl‘.’lanual Writing\FW I Browse...

" Router
Firmware Images Fife [ Browse...
MDS File [ Browse...
The firmware upgrade process will take about2to 5 } 1. LED Flush: Save firmware now. \
minutes, depends on the number of channels you ” |
are upgrading at the same time. Please check the 2L EDORT SySiem reboot. ‘
device network light. ‘ 3. LED ON: System reboot finish. l

You may upgrade two kinds of firmware. One is called Server, which means Video Server
Channels and all IP Cameras. The other type is the Router. This is the “System” firmware in
multi-channel video servers. When upgrading multi-channel video servers, please always upgrade

Server firmware first, and upgrade Router firmware afterwards.

Profile Upgrade: This will display a dialog window that asks you to select a profile pack file to

use.
Apply
Upgrade
Camera Profile IJtiIit'_.r1.*3.5.22'.CameraPrn:nfile_'-.-’EIEH'1IJEA.bin Browse... |

After you've selected the proper file, click apply to proceed. The profile pack contains necessary
profiles for all devices, and will automatically match the proper profile to each device. This means
there’s no need to choose a different profile for each device anymore. The device will perform save

and reboot after the upgrade of camera profile.

Backup Configuration This will display a section right above the device lists. This will show the
backup path for the configuration file. The configuration file will be saved to the path you assign in
the text box. The file name will be based upon the MAC address and the Channel ID. For regular
IP cameras the file name would be MAC address, with “-0” attached to the end. For the 2" channel
in a multi-channel video server, the backup file name will look something like:

000F7CO11FBB-2.ini
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erunss TR NN R
o IP Address | 172.16.15.40
E Submask | 255.255.255.0
Listing |
| Camera Profile [ || Edit Account | Camera Setting || Firmware Upgrade || Profile Upgrade | {001/ 0> | Restore Configuration

- Backup Path
Backup to: |C:! [MAC Address]-[Chn ID.].ini |—ADD|Y

9 Restore Configuration This will display a dialog box for you to select the file to restore. Click
“apply” when you wish to proceed. Please note that configurations backed up with older version of
IP Utility may only be restored to the same devices with this version of IP utility (3.5.25). For
configurations backed up with this version of IP Utility, you may restore the settings to
multiple devices at once, but only to devices of the same family. For example, you may back up
settings from one MPEG4/MJPEG CMOS camera and restore it to another type of
MPEG4/MJPEG CMOS camera. For some models, you can restore the settings only to multiple

devices of the same model number. NTSC / PAL devices of the same model number also count as

different product families, and you cannot restore settings across the family line. Please only
check boxes in front of devices of the same type before clicking restore configuration. When
restoring to individual video server channels, expand the channels to select the individual video
server so that it shows the “-“ sign. When restoring configuration to the multiple-channel routers,
collapse the channels so that it shows “+” sign, to restore to multi-channel router.

The error message will be pop-up when the restored configuration file does not match the target

device.

F X

. Configuration does not match device type. Restore not processed
-'_J; for Camera No7

10 Save & Reboot This will force the device to save all current settings and reboot. Settings that
have not been saved will be lost when the device loses power. So please always perform Save

and Reboot right after you changed device settings.

11 Clean Check Box This will remove all check marks on the checkboxes before each device,

deselecting all in the process.
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Device List

You may click on the column headers to sort the device list by that column

11 12 13 15 16

Hitp | MAC Firmware Router Camera Serial i ]
Port | Address Version Version Profile —rie Humber Password Status

" MTOM131- ACM4200 l— l—

" . ADVT180- ACD2200
(7 Ta lni ACTI @ ir2isizee| 2 |8 | OGORTCABEDAT | AD-220-VIAIRAC | AdDRANV2ITOLAC | g R BRI e

" ADVT180- ACD2200 —
Q| |6 |acn @ 72151566 |3 |80 | ODOFTCABCDST | AID220VIILIZAC | ASDRINV2OTOIAC | oo e oo (B0l o | A

N ADV7180- ACD2200 [
Q| |7 |acn ©irie1see 4 |20 | OMORTCABEDET | AID-220-VILITAC | ADRINVROTOIAC | poriie. DT e

1 Action Column This column contains two quick buttons that you can use to access device settings.

Multi-channel video servers will also display a “+” or “-“ sign in front of it, to expand or collapse

multiple channels into one row.

2 Info Button This will display a dialog box showing basic settings of this device. This allows you to

check important settings without going through login and multiple Web pages.

Loy camers Do - e S ot

LANIP 172.16.15.94 i

Firmware Version A1D-220-W3.11.13-AC

MAC Address O00F:FCA2B3F

Factory Default Type Two Ways Audio(0x71)

SYSTEM Embedded system

Encoder
NO OF CHANNEL 1 channel
MULTIPLEXING No multiplexing
NO OF AUDIO WAYS 2-way audio
VIDEO BRIGHTNESS
VIDEQ CONTRAST
VIDEOQ SATURATION

VIDEO RESOLUTION N1280x1024

VIDEO BITRATE 3m

VIDEQ FP5S Constant
VIDEOQ FPS NUM i
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3 Setting Button This will display a dialog box showing the model, firmware version, IP and
hostname. This also allows you to change device hostname, IP and port number without logging in.

Click “Apply and save & reboot” to use the new settings.

Apply and Save & Reboot

Camera Information
Camera Model ACMS5611 Megapixel IP Camera
Camera Version A1D-220-V3 10.22-AC
CameralP 172.16.15.106
Hostname: ACTI

|| Camera Setting

Hostname: ]Ac‘mi
I

[~ LAN P [gisabled |

1 [ WaN 1P 265108 |

Subnet Mask: —

ISP Gateway: —

I

Http Port: E |

*Need to save and reboot to make this effective

4 Check Boxes Select the devices you wish to do further operation on with the check boxes. You

may also check or uncheck all devices by clicking on the checkbox in the title row.

5 Device No This column shows the device sequence number. This is not fixed to the device, and

even if you resort the whole list based upon different columns, this will remain in the same place.
6 Host name This column displays the hostname of the device.

7 LAN IP This column displays the LAN IP of the device. Most devices have only one IP, and uses
WAN IP column instead.

8 WAN IP This column displays the WAN IP of each device. For both WAN IP and LAN IP, the
numbers may be either shown as plain text or shown as an underlined link. If the numbers are
shown in underlined link form, this device is reachable and clicking this will automatically use the IP,

HTTP port and the Account / Password to connect to device.

9 Channel ID For IP Cameras, this column will show 1. The individual channels in Multiple Channel

video servers will show the channel number here.

10 Http port The HTTP port used to access the device is shown here. If the device is shown in IP

1
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utility, but you cannot connect by typing the IP address in Internet Explorer, sometimes the HTTP

port is not the default 80. You should check here to find out.

11 MAC address The MAC address of the device is shown here. For multi-channel devices, the
MAC shown is the system MAC address.

12 Firmware Version This column shows the device firmware version. For multiple channel video
servers, this shows the Channel firmware version. The Router firmware version does not has a
row of its own, and is instead shown in the Router Version column

13 Router Version This column shows the Router firmware version.

14 Camera Profile This column shows the camera profile of the device. For MPEG4 only devices,
the Camera Profiles will not be displayed. Read camera profile ID form the camera needs account
authentication. The IP Utility used the default account and password to query the camera
information. If the authentication fails, the “Authentication failed” will be shown in this field when the
device search is completed.

15 Model This column displays the model and type of the device.

16 Serial Number This column displays the Serial Number of the device.

17 Account This column displays the account used to log into device.

18 Password This column displays the password used to log into device.

19 Status This column is usually empty. It will show system messages when an action performed is

successful or not. An example would be “Backup Successful” when you’ve completed configuration

backup.
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Camera Profile Upload Filtering

To have good video quality in night mode for IT-1 camera, the camera profile has to be upgraded.
However, the new IT-1 camera profile could not work with old PlatformT firmware, 4.06.09 or before. It
causes the firmware fails in bringing up the IT-1 DSP. No video stream is available then. The platformT
firmware 4.07.15 was released formally. Most of users will use IP Utility to upgrade the new firmware
and camera profile in IT-1 camera. This IP Utility blocks IT-1 camera upgrade when the firmware in the
camera is 4.06 or before.

The following error message will be shown if user tried to upgrade the IT-1 camera profile to the camera

which its firmware is 4.06 or before.

A, -

. NO.11-Please update the firmware to version A1D-310-V4.07.15 or
/.IA later before update camera profile

BE

2
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Limitations

The model description depends on the device’s capabilities. In new device firmware, it gives clear
definitions of model description. The IP Utility could read the model description from the device and
show on model filed. For old device firmware which it does not export the model description, the IP
Utility uses its internal database to present the model description. Therefore, the model description
might be not consistent.

The IP Utility is capable of decoder devices discovery. It just could link to decoder’s WEB page
through WAN port IP. The rest functions have not been tested and should not be used. You need to
go to decoder's WEB page to manage it.

For CAM-xxxx camera, the device discovery was tested only. The rest functions have not been
tested and should not be used. You need to go to device WEB page to manage it.

Error in running IP Utility.

Users might have problem to execute the IP Utility when they download it from WEB site. They

might get following errors.

[/
2 Intemet Explorer Script Error Open File - Secunty Warning 5
/ 3 The publisher could not be verified. Are you sure you want to
/!5 An enor has occurted in the script on this pags, fun this software?
L n | & Nl Name: .ility_v3.5. 23 ACUP_Utility v3.5.23-ACUP Utility.exe
c}’:} 5 | = Publsher Unknown Publisher
Emor.  Access is dersed Type: Application
Cod: 0 Fromc  CAUsers\USV_Lab_PC1\Desktop\uP_Utility v3.5.23-...
URL:  res://C:\Users\ISV_Lab_PC1\Desktop\IP_Lkiy_v3.5.23- —
AC\P_Ukity v3 5 Z2ACUP Wity exe/104 Aun
V| Always stk belore operang this fle
Do you want 1o continue running scnpts on this page? 2 b
'—‘—“ Thus He doat not have & vaid dgtal aonsture that venbes s
| Yes || No J  publsher. You should ondy run soltware from publishers you tust
How | dec ¢ 7

Solution:

1. Enter the IP Utility.exe

property page -

2. Unlock this file X Fovortes = o =)
. Desks L ACTP Ut 2 = 1
B Desitop L ACTUP Uniity 35.23 Relemsel (oo 1 [ Secusty ] D | Provious erscrs
8 Downloads T ACTIP_Unikty 3.5.23 _User_Maf
1L Recest Places 2! Important Notice PUtiley_v3.5) e # Lhity exn.
2P nikty.exe
i Lbnaries T Profile_Pack_ReleaseNote 20104 Troacitie:  Aschcaton ()
¥ Documents ProfilePack V103,00 bin <
& Masic el
P
; s location  C\Users\PC11\Deskeop'\IP_Lbity_v3 5234009 |
Videos
| Sze 716 KB (730,184 bytes)
8 Computer Scecndsc 736 KB (730,984 bytes)
& Windows? (C)
s DATA (D) Crested Thersday, Janusey 07, 2010, 246 52 M
s 2003 (F) Modted Todey. diy 20, 2010, 1 mrnse a0
a Recording (G) Accessed:  Thumday, Janusry U7, 2010, 28558 PM
R Share (\17216522)
| Jestutes Resdorly 7] Mdden Jevarced,
*
S Netwes Secsty This the came from ancthee
computer and mont be biockedl
' oo protect this computer
- P Utiity.exe Dite moddied: 7/20/2040 133 PM
S ze TI6 KB
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